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Fixing instructions for wood floor accessories

Mouldings and trims
Used to cover movement joints, expansion joints, etc. Kährs 
offers complementary mouldings for most wood species. 
Details re. wood mouldings, and aluminium trims, are 
available at www.kahrs.com

Note the requirement for movement joints between the 
wood floor and level-, edge- and T-mouldings and surface-
mounted nosings.

�E�� �/�H�Y�H�O �P�R�X�O�G�L�Q�J�V �D�U�H �X�V�H�G �I�R�U �W�U�D�Q�V�L�W�L�R�Q�V �W�R �D �O�R�Z�H�U �O�H�Y�H�O��
�E�� �7�U�D�Q�V�L�W�L�R�Q �P�R�X�O�G�L�Q�J�V �D�U�H �X�V�H�G �W�R �F�R�Y�H�U �H�[�S�D�Q�V�L�R�Q �M�R�L�Q�W�V�� 

etc.
�E�� �(�G�J�H �P�R�X�O�G�L�Q�J�V �D�U�H �X�V�H�G �W�R �F�R�Y�H�U �P�R�Y�H�P�H�Q�W �M�R�L�Q�W�V �D�W 

balcony doors, etc.

Fixing mouldings and trims
Do not press the moulding or trim down too hard, 
otherwise the floor may become trapped or start to creak. 
For the same reason mouldings and trims should not be 
glued, screwed or nailed into or through the wood floor.

Flexi moulding – the skirting board that can be bent.
Flexi moulding is particularly suitable for use around pillars, 
for example, with a minimum diameter of 200 mm. 

�E�� �0�H�D�V�X�U�H �W�K�H �F�L�U�F�X�P�I�H�U�H�Q�F�H �R�I �W�K�H �S�L�O�O�D�U��
�E�� �$�G�G �W�K�H �D�O�O�R�Z�D�Q�F�H �I�R�U �F�R�Q�W�U�D�F�W�L�R�Q �D�Q�G �F�X�W �W�K�H �P�R�X�O�G�L�Q�J�V 

to half the circumference.
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Installation instructions for Kährs stair noses.
Stair noses in different species of wood mark where stairs begin and end.

OPTION B: 
When installing a �oor from stairs to wall. The use of screws applies to both options A and B.

OPTION A: 
When installing a �oor from a wall to stairs.

OPTION A

�E�� �0�R�L�V�W�H�Q �W�K�H �P�R�X�O�G�L�Q�J�V �Z�L�W�K �D �G�D�P�S �V�S�R�Q�J�H�� �S�X�W �W�K�H�P 
back into the plastic bag supplied and close it.

�E�� �$�O�O�R�Z �W�K�H �P�R�L�V�W�X�U�H �W�R �Z�R�U�N �R�Y�H�U�Q�L�J�K�W�� �5�H�S�H�D�W �W�K�H 
treatment if the moulding is still not sufficiently flexible.

�E�� �6�H�F�X�U�H �L�W �D�U�R�X�Q�G �W�K�H �S�L�O�O�D�U �Z�L�W�K �D �V�W�U�D�S �X�Q�W�L�O �W�K�H �P�R�X�O�G�L�Q�J 
has dried and contracted (48 hours).

�E�� �)�L�[ �L�W �W�R �W�K�H �S�L�O�O�D�U ���Z�L�W�K �S�O�X�J�V �D�Q�G �V�F�U�H�Z�V����
�E�� �7�K�H �P�R�X�O�G�L�Q�J �F�D�Q �E�H �U�H�V�K�D�S�H�G �D�W �D�Q�\ �W�L�P�H �E�\ �P�R�L�V�W�H�Q�L�Q�J 

it again (provided no surface treatment has been applied).

Aluminium trims
The trim system comprises a base trim and various types of 
cover trims. These can be used for wood floors 7–16 mm 
thick. The base trim is threaded for the special screws 
(supplied). Fix the base trim to the subfloor using the 
screws supplied. Drill 5 mm holes for concrete floors. Drive 
in the plastic plugs supplied and fix the trim using the cross-
headed screws (Pozidrive 1).

Fixing veneered skirtings
To achieve a neat juncture with (e.g.) architraves, mitre the 
moulding.

Fixing instructions for Kährs nosings
A nosing in a different species is an effective way of 
distinguishing where stairs begin and end.

Option A:
When installing a floor from a wall to stairs.
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Option B:
When installing a floor from stairs to a wall. Screws are 
used for both options.
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Installation instructions for Kährs stair noses.
Stair noses in different species of wood mark where stairs begin and end.

OPTION B: 
When installing a floor from stairs to wall. The use of screws applies to both options A and B.

OPTION A: 
When installing a floor from a wall to stairs.

OPTION B

Nosings for Woodloc®

If nosing with Woodloc® is to be used, plan the installation 
so that the final board joint is in line with the edge of the 
top step to allow the nosing to be hooked into place. Adjust 
the position to create a movement joint. Glue the nosing 
where it adjoins the flat underlip. If this installation method 
is not possible, use nosings for traditional joints.

Nosings for traditional joints
Used when a Woodloc® nosing is not suitable. If the floor 
ends at right angles to the stair, or if the method of 
installation above is not possible, it may be necessary to 
cut the board and make a new groove in it. Cut the groove 
with a router using a 4.5 mm panel bit. Adjust the height 
carefully.

Spare tongues are included.



Installation Guide for Kährs wood floors      17

Instructions for supplementary products
1. Pipe collars are used to conceal movement joints at 
radiator pipes. The halves of the pipe collars are glued 
together around the pipe (see illustration). Size Ø 50 mm 
for 18 mm pipe.

2. Pipe roses are used to conceal movement joints round 
radiator pipes, etc. Measure where the hole should be and 
drill a hole for the pipe using a bit only slightly larger than 
the pipe. Use wood adhesive to glue the rosette halves 
together around the pipe (see illustration). Size 50 x 110 
mm.

3. Use a hammer to fit knock-in furniture pads. These are 
recommended for wooden legs and heavy furniture 
because they sit better.

Use self-adhesive furniture pads where knock-in pads are 
unsuitable. Furniture pads wear out and need replacing 
regularly.

4. Woodfiller is used to fill small chips, etc. If a lot of filler is 
required, filling may need to be repeated because the filler 
may slump. Always use Touch-up Lacquer or Touch-up Oil 

1 2 3

4 5 6 7

depending on the floor’s original surface treatment. 
Woodfiller is available in 8 different colours to suit the 
wood species. Woodfiller can withstand freezing conditions. 
If necessary, Woodfiller can be softened by warming it in 
water for a while. Use it at room temperature. Mix with 
water if it has dried in the container.

5. Use Touch-up Lacquer (water-based) on UV-lacquered 
floors to repair minor damage and small scratches, and to 
make-good repairs using Woodfiller. It has the same gloss 
value as satin lacquer and matt lacquer (30° and 10° 
Gardner, respectively). Glass bottle (30 ml) with brush. 
Protect from frost. Shelf-life at least one year from date of 
manufacture.

6. Touch-up Oil is used for repairing minor damage and 
small scratches on oiled floors and to make-good repairs 
using Woodfiller. It has the same gloss value as UV oil (10° 
Gardner). Glass bottle (30 ml) with brush.

7. Kährs Repair Kit is a hot-melt wax solution used for small 
chips, etc. The kit contains heater, hard wax, spatula, felt-
tip pens, Touch-up Lacquers and Touch-up Oils, plus 
instructions.
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Kährs’ policy on flaws 

(based on guidelines in AMA Hus 08/MC.)

Gaps
The gap width may be a maximum of 0.2 mm when laying 
wooden laminate flooring. However, within the warranty 
period, 2 x 1 mm wide gaps are permitted in a floor area of 
up to 30 m2. With a larger area, the number of gaps 
permitted is in proportion to the specified area. 

Joint nosing
The joint nosing may be a maximum of 0.2 mm. However, a 
maximum of 5 individual joint nosings of up to 0.3 mm may 
occur in a floor area of up to 30 m2. With a larger area, the 
number of joint nosings permitted is in proportion to the 
specified area.

Pattern flaws
Minor shifts in pattern, created during manufacture, are 
permitted between adjacent pattern boards.


